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Introduction 
 
This Special Airworthiness Information 
Bulletin (SAIB) informs you, owners and 
operators of Raytheon (Beech) Model 1900, 
1900C and 1900D airplanes of an alternative 
method of compliance (AMOC) to 
Airworthiness Directive (AD) 2003-20-10. This 
AMOC allows you to use a version of the 
Raytheon Maintenance Manual that 
incorporates the revised figures of the elevator 
trim drum and the elevator trim operational 
check procedures instead of the temporary MM 
revisions called out in the AD. 
 
Background 
 
We issued AD 2003-20-10 to mandate an 
elevator trim operational check any time you 
perform maintenance on the trim system. The 
AD included revised figures showing the 
forward elevator trim drum in the correct 
orientation, and called out temporary revisions 
to the maintenance manual which incorporated 
operational checks of the elevator trim system 
to be performed any time you performed 
maintenance on the system. 
 

The AMOC 
 
The AMOC allows you to use a version of the 
Raytheon Maintenance Manual that 
incorporates the revised figures of the elevator 
trim drum and the elevator trim operational 
check procedures instead of the temporary MM 
revisions called out in AD 2003-20-10. 
 
The AMOC is detailed in and approved through 
FAA letter, dated August 4, 2005 (attached). 
 
For Further Information Contact 
 
Chris B. Morgan, Aerospace Engineer, FAA 
Wichita Aircraft Certification Office, 1801 
Airport Road, Room 100, Mid-Continent 
Airport, Wichita, Kansas 67209; phone: (316) 
946-4154; fax: (316) 946-4107; email: 
chris.b.morgan@faa.gov 
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